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 Ordering Information

    

 Physical Information

 

  Technical Specifications

	 	 62.5/125	 50/125	 10 Gig	 SM
		  (850/1300nm)	 (850/1300nm)	 (850/1300nm)	 (1310/1550nm)
	 Cable Max Attenuation dB/Km	 3.5/1.0	 3.5/1.5	 3.0/1.5	 1.0/0.75
	 Cable Min LED Bandwidth	 200/500	 500/500	 1500/500	 N/A
	
	 MTP Connector				  
	 IL Max (dB)	 0.5	 0.5	 0.5	 0.5
	 IL Typ (dB)	 0.2	 0.2	 0.2	 0.2
	 RL min (dB)	 N/A	 N/A	 N/A	 55
	
	 Single Fiber Connectors				  
	 *IL Max (dB)	 0.4	 0.4	 0.4	 0.4
	 *IL Typ (dB)	 0.15	 0.15	 0.15	 0.15
	 RL Min (dB) (UPC/APC)	 N/A	 N/A	 N/A	 55/65

* Applies to LC,SC,ST,FC – For other connector specifications please contact sales

MG XXX XXX
Fiber Count

02
04
06
08
10
12
18

2 fiber
4 fiber
6 fiber
8 fiber
10 fiber
12 fiber
18 fiber

24
36
48
72
96
D4
D5

24 fiber
36 fiber 
48 fiber
72 fiber
96 fiber 
144 fiber
216 fiber

MTP Gender

M
F
G
H
I
J
0

Male
Female
Elite Female
Elite Male
Bronze Female
Bronze Male
Pigtail

Connector Style
AP
BP
CC
CD
CP
CU
CZ
DP
EP
FP
FT
FU

SMA
Biconic
SC Dup w/clips
SC upc w/clips
SC
SC upc
SC apc
D4
Escon
FC
FC upc tuned
FC upc

FZ
HP
HU
HZ
IP
LP
LU
LV

MP
MU

OL
OP
OJ
RJ
RM
SP
SU
TP
TU
TS
XP

FC apc
E2000
E2000upc
E2000apc
FDDI
LC
LC upc
LCupc dup 
w/clips
MU
MU upc

Loopback
Optijack Plug
Optijack Jack
MTRJ female
MTRJ male
ST polybody
ST poly upc
ST metal body
ST metal upc
ST stainless
Mini Biconic

Fanout Type

A
B
C
K
L
D

2mm Jacket
1.7mm Jacket
1.8mm Jacket
3mm Jacket
900um
900um Corning 
Fanout Kit

Cable Rating

R
P
A
N
F
0
B
C

Riser
Plenum
Armored
Non-armored
Customer Supp.
Bare Ribbon
Armored Riser
Armored Plenum

Pulling Kits

0
1
2

none
1 installed
2 installed

  Fanout Length

Length of fanout portion in cm.mbly

 Length Overall

Measured in metres

Cable Type

B
D
R
L
F
G

Breakout
Distribution
Ribbon
Loosetube
In/Outdoor
Indoor Round 
Stacked Ribbon

H

J

Q

Outdoor Round 
Stacked Ribbon
Indoor/Outdoor Round 
Stacked Ribbon
Data Center Cable

Core Size

1
2
3
9

62.5/125
Singlemode
50/125
50/125 HBW 
(300m, 10gig)

Assemblies greater than 2m


